






Photography set with carrying case

Fisso holding systems for photography applications. 
Thanks to photo adaptors, the entire range of Fisso 
articulated arms is compatible with products from 
other suppliers.

Model Dimensions Type of thread Thread Item no. Order no. 

Strato S-20 
articulated arm

Radius of movement 
200 mm

Outside thread 2 x M6 4.120 Complete set 
S-20.00

Steel base Ø 100 mm Inside thread 3 x M6 5.041 

Clamping base 80 x 20 x 40 mm Inside thread 2 x M6 5.202 

Quick clamp with 
plastic jaws

- Inside thread M6 5.310 

Extension 200 mm Outside/inside threads M6 / M6 5.440

Adapter 31 x 15.7 mm Inside thread M6 / 3/8" Ww 93.766

Conversion 
bushing

- Outside/inside threads 3/8" Ww / 1/4" Ww 93.587

Open-end wrench Size 7 - - 92.800
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Strato Line articulated arms 
4.030-4.160

Model Colour L mm L1 mm D1 mm M1 L2 mm D2 mm M2 Order no.

XS-13 black 130 70 9 M6 60 8 M6 4.030

S-20 sz black 200 100 9 M6 100 9 M6 4.120

S-26 sz black 260 145 10 M8 115 10 M6 4.160

L-34 black 340 170 16 M8 170 16 M8 4.300

Model Colour L mm L1 mm D1 mm M1 L2 mm D2 mm M2 Order no.

3200-38 black 374 187 10 M8 187 10 M6 1.320

4900-30 1 black 302 151 16 3/8“ 151 16 3/8“ 3.305

4900-30 1 black 304 152 16 M10 152 16 M10 3.307

4900-40 1 black 400 200 16 M10 200 16 M10 3.306

4900-55 1 black 550 275 16 M10 275 16 M10 3.308

1 with steplessly adjustable pre-tensioning

Articulated arm attachments
Individual Fisso holding systems can be assembled 
from single components, for example to hold objects, 
light sources, monitors or cameras.

Individual components
Optics, photography and video

Classic Line articulated arms 
1.320, 3.307, 3.308
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Adapters

Model Adapter Adapter Adapter Adapter Adapter Adapter Adapter Adapter Adapter Extension

Dimension mm L 31 L 31 L 31 L 17 L 17 L 17 L 17 L 17 L 17 Ø 8 x 200

Outside thread - - - M6 M8 1/4“ 1/4“ 3/8“ 3/8“ M6

Inside thread M6 / 3/8"1 M8 / 3/8"1 M10 / 3/8" 1 M8 M6 M6 M8 M6 M8 M6

Order no. 93.766 93.767 93.768 5.910 5.911 5.930 5.931 5.932 5.933 5.440

1 Conversion bushing outside 3/8" Ww, inside 1/4" Ww, order no. 93.587

Model Steel base Steel base Steel base Steel base Clamping base Clamping base

Dimensions mm Ø 150 Ø 150 Ø 100 Ø 100 80 x 20 x 40 80 x 30 x 40

Thread M6 M8 M8 3 x M6 2 x M6 2 x M8

Order no. 5.031 5.032 5.040 5.041 5.202 5.204

Head and base components

Model
KT1 ALU quick 

clamp
KT2 ALU quick 

clamp
Quick clamp 

with plastic jaws
Quick clamp 

with plastic jaws

Light guide 
holder with 

clamping screw

Light guide 
holder with 

clamping screw

Light guide 
holder with 

clamping ring

Dimensions mm 25 50 50 21 Ø 9 - 12 Ø 11 - 16 Ø 10

Thread M6 M6 M6 M6 M6 M6 M6

Order no. 5.145 5.155 5.301 5.310 5.450 5.451 5.452
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The comprehensive catalogue of 
components allows the assembly 
of a customized Fisso holding  
system which will meet any cus-
tomer requirements.  
All available components are listed 
in the overview. We will be glad to 
help you find the Fisso system that 
best meets your needs.

Universal applications
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Stabilizing holder
The stabilizing holder serves as a 'third hand' and is 
especially well suited for assembly and repair applica-
tions.

Holding systems

Printed circuit board holder 
The printed circuit board holder in the Strato Line is 
especially well suited for applications in assembly, 
repairs, in the laboratory or in a testing environment.

Model Overall length Radius of movement Top quick clamp Bottom quick clamp Order no.

4300-40, KT 2 + 3 - 450 mm KT2 ST KT3 ST 4340.80

6300-62, KT 3 + 4 - 620 mm KT3 ST KT4 ST 6362.80

Model Overall height Radius of movement Steel base
Quick clamp with  

plastic jaws Order no.

M-28 433 mm 280 mm Ø 150 mm 50 mm M-28.100

6362.80
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Strato Line articulated arms  
4.000-4.800

Classic Line articulated arms 1.110-1.640

Articulated arm attachments 

Classic Line articulated gauging arms

Standard models for machine construction,  
measurement, optics, photography, etc.

Individual components 
Universal applications

Model Colour L mm L1 mm D1 mm M1 L2 mm D2 mm M2 Order no.

XS-13 red 130 70 9 M6 60 8 M6 4.000

XS-13 black 130 70 9 M6 60 8 M6 4.030

S-20 red 200 120 10 M8 80 9 M6 4.100

S-20 sz black 200 100 9 M6 100 9 M6 4.120

S-26 sz black 260 145 10 M8 115 10 M6 4.160

M-28 red 280 170 16 M8 110 10 M6 4.200

L-34 black 340 170 16 M8 170 16 M8 4.300

L-33 red 330 201 21 M8 129 17 M8 4.800

Model Colour L mm L1 mm D1 mm M1 L2 mm D2 mm M2 Order no.

1100-13 chrome 130 71 9 M6 59 8 M6 1.110

2200-20 chrome 197 112 10 M8 85 9 M6 1.220

3200-38 black 374 187 10 M8 187 10 M6 1.320

3300-28 chrome 288 161 12 M8 127 10 M6 1.330

3300-28 chrome 280 160 12 M8 120 10 M8 1.335

3300-40 chrome 407 220 12 M8 187 10 M8 1.360

4300-40 chrome 392 196 12 M8 196 12 M8 1.430

4400-45 chrome 453 260 16 M8 193 12 M8 1.440

4900-30 black 302 151 16 3/8“ 151 16 3/8“ 3.305

4900-30 black 304 152 16 M10 152 16 M10 3.307

4900-40 black 400 200 16 M10 200 16 M10 3.306

4900-55 black 550 275 16 M10 275 16 M10 3.308

6300-62 chrome 622 358 24 M12 264 20 M12 1.630

6400-63 chrome 635 373 24 M10x1.25 262 16 M8 1.640
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Light guide holder

Quick clamps

Head components 
Fine adjustments/dial gauge holders

Model (F) (F) (F) (F)
(F) 

Base Line (f) (f) (f) (P) (P)

Mounting hole 8 mm 8 mm 3/8“ 3/8“ 8 mm 8 mm 3/8“ 8 mm 8 mm 3/8“

Dovetail yes yes yes yes yes yes yes yes yes yes

Connection thread M6 M8 M6 M8 M6 M6 M6 M8 M8 M8

Order no. 5.320 5.321 5.322 5.323 5.327 5.330 5.331 5.332 5.350 5.352

Model Light guide holder Light guide holder Light guide holder

Dimensions mm Ø 9 - 12 Ø 11 - 16 Ø 10

Thread M6 M6 M6

Order no. 5.450 5.451 5.452

Model

KT1 ST 
quick 
clamp

KT1 INOX 
quick 
clamp

KT1 ALU 
quick 
clamp

KT2 ST 
quick 
clamp

KT2 ST 
quick 
clamp

KT2 ALU 
quick 
clamp

KT3 ST 
quick 
clamp

KT3 ST 
quick 
clamp

KT4 ST 
quick 
clamp

Quick clamp with 
plastic jaws

Dimensions mm 25 25 25 50 50 50 75 75 110 50 21

Thread M6 M6 M6 M8 M6 M6 M8 M12 M12 M6 M6

Order no. 5.140 5.142 5.145 5.150 5.151 5.155 5.160 5.161 5.180 5.301 5.310

Precision fine adjustment (P)Dial gauge holder (f)Microfine adjustment (F) 
to Base Line

Microfine adjustment (F)
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Base components 
Magnets

Bases

Clamping bases

Model Switch magnet S2 Switch magnet S3 Switch magnet M Switch magnet SM Switch magnet MM Switch magnet DMM

Switchable yes yes yes yes yes yes

Dimensions mm 34 x 30 x 35 40 x 40 x 40 60 x 50 x 55 75 x 50 x 55 120 x 60 x 55 120 x 130 x 55

Holding strength 
approx. N

300 600 800 1000 1500 2 x 1500

Thread M6 M6 M8 M8 M10 x 1.25 M10 x 1.25

Order no. 5.060 5.065 5.079 5.081 5.082 5.089

Model Pot magnet TM Pot magnet TMS Anyform magnet AM Anyform magnet AMO

Switchable - - - yes

Dimensions mm Ø 40 x 30 Ø 30 x 25 77 x 48 x 55 91 x 52 x 55

Holding strength 
approx. N

300 150 600 600

Thread M8 M6 M8 M8

Order no. 5.083 5.086 5.084 5.088

Model Steel base Steel base  Steel base Steel base Vacuum base Sliding granite base

Dimensions mm Ø 150 Ø 150 Ø 100 Ø 100 Ø 88 x 27 150 x 120 x 50 x 50

Thread M6 M8 M8 3 x M6 M8 M8

Order no. 5.031 5.032 5.040 5.041 5.090 5.091

Model 20 sz clamping base 30 sz clamping base Clamping base Clamping base

Dimension mm 80 x 20 x 40 80 x 30 x 40 80 x 30 x 45 120 x 82 x 60 

Thread 2 x M6 2 x M8 M8 as requested

Order no. 5.202 5.204 5.203 5.208
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Adapter

Abbreviation Term

AM, AMO Anyform magnet

F Microfine adjustment

f Dial gauge holder

G Sliding granite base

P Precision fine adjustment

S, M, SM, MM, DMM Switch magnet

TM, TMS Pot magnet

V Vacuum base

Abbreviations

Model Adapter Adapter Adapter Adapter Adapter Adapter Adapter Adapter Adapter Extension

Dimension mm L 31 L 31 L 31 L17 L17 L17 L17 L17 L17 Ø 8 x 200

Outside thread - - - M6 M8 1/4“ 1/4“ 3/8“ 3/8“ M6

Inside thread M6 / 3/8" 1 M8 / 3/8" 1 M10 / 3/8"1 M8 M6 M6 M8 M6 M8 M6

Order no. 93.766 93.767 93.768 5.910 5.911 5.930 5.931 5.932 5.933 5.440

1 Conversion bushing outside 3/8" Ww, inside 1/4" Ww, order no. 93.587

Model Reduction magnet / articulated arm
Reduction 

sleeve
For attaching the Fisso articulated 

arm to a measurement plate 
For attaching the Fisso articulated 

arm to WITTE Alufix 25 or 40

Dimension mm Ø 20 x 20 Ø 32 x 20 - Ø 20 x 40 Ø 20 x 37 - -

Outside thread - - Ø 8 mm M12 M10 - -

Inside thread M8 / M10 M8 / M10 x 1.25 Ø 6 mm M8 M8 M8 M8

Order no. 5.951 5.950 5.850 5.980 5.895 5.990 5.995
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Simply the best fixation.

Baitella AG
Thurgauerstrasse 70, CH-8050 Zurich, Switzerland
Telephone +41 (0)44 305 80 00, Telefax +41 (0)44 305 80 05
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